
AM722SCT/SWT/CAT
TARPON i180/white series are the first Arctik LED flood lights designed to replace the high-power metal halide lamp. Through excellent application for many 

years, the fixture has become the well-known products in the industry. Continuous improvement and upgrade makes the product low power consumption, 

high lighting effect, and high brightness. Optional for warm white & cool white LED chips, a variety of optics beam angles, and equipped with industry-stan-

dard wireless receiver card, TARPON series offer a variety of lighting solutions for all kinds of large outdoor lighting projects.
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Max.Power Lumen Peak Intensity LED Qty OpticsPRODUCT

AM722SCT

AM722SWT

AM722CAT

TARPON i180 white

TARPON i180 white

520W

520W

520W

6°（12° 25° 45°，40x12°）

6°（12° 25° 45°，40x12°）

6°（12° 25° 45°，40x12°）

30547lm 812435cd (4°) 180pcs 冷白

27945lm 792847cd (4°) 180pcs 暖白

26500lm 705000cd (14°) 180pcs 琥珀+冷白
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203106

DYNAMIC WHITE

TARPON i180

SPECIFICATIONS

DMX512 RDM IP66Power Factor

＞0.9
40kg

startup

-20℃~45℃

operating

-40℃~45℃AC100~240V

Dimmer

0-100% 16Bit
Die-cast

aluminium

Surge protection
grade   4KV
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