
PRODUCT PARAMETERS

PRODUCT INTRODUCTION

The PLANO/SDO MK2 bring to soft lighting a 
performance and color quality not previously 
seen with LED technology. Specially designed 
using the ideal tool for any studio lighting set. 
Oering ne color calibration and available in 
Tungsten or Daylight equivalent versions, the 
PLANO allows for great exibility regardless of 
the subject matter.
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ILLUMINANCE AT DISTANCE 

75/76

ACCESSORIES（Accessories not included unless otherwise stated）

Spare filter holder
(2440010122）

Barn doors
（6813100038)
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DIMENSIONS

SS5541SC/SW

Electrical SpecsOptical system

Work Environment

Appearance  

CE、MET

Certification

Light source WW*490PCS/CW*490PCS
CCT 3200K/5600K
CRI 97
CQS 90
TLCI 97
Angle 42°

Voltage AC100-240V
Max. Power 150W
Power Connection Power  in and out
DMX XLR 3pin 5pin in and out

Size 638x370x104mm
Weight 8.3kg
Casing Extruded aluminum
Color Black

Ambient Temp         0-45℃
IP Rated                   IP20

Control System

Dimmer 0-100%16Bit
Cooling Direct  Convection
Control DMX512

Display
Con Personality

On board Control
UNO(1CHS)
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Diameter(M)
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Lux center(lux)

Diameter(M)

Distance(M)
Lux center(lux)

Frost filter 30° (2220000461)
Frost filter 55° (2220000462)

30° Frost filter assembly(2440010042)
60° Frost filter assembly(2440010043)

Eight Flight Case
（6813100038)
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