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SPECIFICATIONS

TARPON 72Q PLUS
FL O O D L I G H T 

DIMENSIONS

PHOTOMATRIC DATA

TECHNICAL DATA

Max.Power Lumen Peak Intensity LED Qty Optics Controllable
sectionsPRODUCT 

TARPON 72Q PLUS

AM1391 XLET

35 36

AM1391XLET/XAET/XCET

Light source:

RGBL RGBWRGBA

AM1391XLET(XAET/XCET) 900W 23940lm 1060200 cd（6°） 72pcs 4  in 1 RGBL(RGBA/RGBW) 6°、10°、15°、20°、30°、36° 8

DMX512 RDM IP67

45.3kg

AC100~277V
＞0.9

Power Factor

Dimmer

0-100% 16Bit

startup

-20℃~45℃

operating

-40℃~45℃
Die-cast

aluminium

Surge protection
grade   4KV

TARPON 72Q PLUS is the newly developed high-power floodlights after the classic product TARPON i180. With excellent color mixing effect, 

high color saturation, high light efficiency, high illumination, high performance and stability, it is realizable to achieve the perfect color 

interpretation and ultra-long light casting distance. Optional wireless DMX512 control, it provides diverse lighting solutions for a variety of 

large outdoor lighting projects, an ideal lighting fixture for towers, bridges, large venues, integrated commercial building and other large 

occasions.

OPTIONAL ACCESSORIES
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Average Beam Angle（50%）：6°
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Average Beam Angle（50%）：36°
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