
EIDOLON

SCALE

Direct Convection

DMX512 RDM
AC100~277V

50/60Hz

-20℃~45℃

Dimmer 16Bit

0-100%

IP66 Die cast magnesium
aluminum alloy 12kg

Surge resistance  
4KV

W-DMX
（optional）

Eidolon Gobo Projector E-ONE featuring a rounded body with smooth lines for a 
simple, elegant dreamy planet. Equipped with a 400W high-luminosity LED light 
source delivering 12,000lx at 5m, it offers interchangeable manual zoom and focus 
lenses (12 ° , 19 ° , 30 ° , 50 ° , 70 ° ) for both long-distance clarity and wide-area 
coverage. The modular design enables quick on-site swaps between gobo, ripple, 
and framing effects. With an IP66 rating, it handles harsh climates effortlessly. 
Combining a "modular" design with "dynamic expansion + smart control" innova-
tion, the E-ONE sets a benchmark in outdoor projection, offering a versatile, artis-
tic, and high-performance solution for theme parks, attractions, landmarks, com-
mercial plazas, and other architectural facades.
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SPECIFICATIONS（Prototype Test Data）
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E ONE

ROTATING GOBO MODULE

ANIMATION WHEEL

AG1862SCT(Rotating Gobo Module)

DIMENSIONAL DRAWING

TECHNICAL PARAMETER

DIMENSIONS（L*W*H）
354*283*365mm

400W
MAX.POWER

LIGHT SOURCE
400W

ANGLE
12°、19°、30°、50°、70° Manual Zoom and Focus

DISPLAY
On board Control, 0-25Hz Strobe

CON PERSONALITY
STANDARD(11CHS), BASIC(8CHS)

COLOR WHEEL
One Color Wheel (6 Color Filters + Open, Rainbow Flow Effect)

ANIMATION WHEEL
1 x Animation Wheel , Bi-directional Rotation, Speed Adjustable

FOCUS
Manual focusing

6+1 Rotating Gobo Wheel
ROTATING GOBO MODULE

PHOTOMATRIC DATA（Prototype Test Data）
AG1862SCT

11800 2950 1311 738 472
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Diameter(M)

Distance(M)
Lux center(lux) 5032 1258 559 315 201

0
3
6
9

9
6
3

Be
am

 O
pe

ni
ng

1.70 3.44 5.16 6.89 8.61

5 10 15 20 25

19
°

Diameter(M)

Distance(M)
Lux center(lux)

1857 464 206 116 74
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Diameter(M)

Distance(M)
Lux center(lux) 3370 843 374 211 135
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Diameter(M)

Distance(M)
Lux center(lux)

1700 425 189 106 68
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